
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 QUICK MIX INDUSTRIAL ADHESIVE 
   
 AWF Quick Mix Industrial Adhesive is a highly reactive 
 adhesive twin syringe system which exhibits good   
 temperature cure. 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



  
    
   Surfaces to be bonded should be clean, dry 
   and free from dust, grease, oil and loose  
    material. 
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           5 mins @ 20ºC depending on temperature 
           of substrate and glue 
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APPLICATION DETAILS 
 
 

   Because the Quick Mix system uses a unique mixing  
   nozzle, no tools are required. 

 
 
 
 
    
    
    
 
   250 sq. centimetres @ 1mm thickness    
   Per 25ml twin syringe 
    
 
 
 
 
 
 
 
 
 
     
   5ºC 
    
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
 
 
 

                         
     
   Stored in a cool dry location, out of direct   
   sunlight in unopened containers between 8ºC  
   to 28ºC (46 - 82ºF) 
    
  
 
 
 
  

 
    
    
    
 
   A fully detailed Material Safety Data Sheet is 
   available on request  
    
  
   
   
If you have any questions or queries regarding this data sheet or the 
application of this product, please contact us before you use the product. 
 
 
 
 


